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Document Content: 
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Packing List: 

 BIRCH 866 Chassis x 1

 AC Power Cable x 1

 CD Driver x1
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Hardware Installation: 
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Specification: 

● Motherboard
CPU: Intel®  Celeron®  Processor J1900 
Chipset: Integrated 
Memory: Max 2 DDR3L 1333 MHz SO-DIMM slots 

Supports the maximum of 8GB 

2 x 204-pin SO-DIMMs Socket 

● Storage Device
2.5” SATA HDD / SSD
Standard with 2.5” 320GB 

Optional Dual hard disk SSD 64GB 

● I/O Connectors

Front I/O:  
2x USB 2.0 

Real I/O:  
Audio Realtek ALC887 audio codec 

2 audio jacks 

1 front audio pin header 

1 amplifier pin header 

LAN 2x Max 2 Gigabit LAN jacks

USB 
COM 

4 USB 2.0 ports 
5 x COM 
COM1 with 5V/12V 
COM 2~5: RS232, w/o power 

Display 1 x VGA port 

PS/2    1 port 

● Expansion Slot
1 x Mini-PCIe slot 

1 x PCIe slot 
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● Options
Second Hard disk mount 

Wall mount wings, VESA mount 

WiFi 802.11 b/g/n 

● Power
Input AC: 100-240V 2.5A 50/60Hz 

Output DC: 12V 6.66A 

● Operation Environment
Operating Temp: 0 ~ 60°C 
Operating Humidity: 10 ~ 90%, non-condensing 

● Storage Environment
Storage Temp: -20 ~ 80°C 
Storage Humidity: 10 ~ 90%, non-condensing 

● Dimensions
215(D) x 275(W) x 65(H)mm 




