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Point-of-Sale Systems

Market Position:

· Modular type POS system: it normally is the PC-based system which has more user-friendly and tough working environment designs.

· All-in-one Touch POS system: It integrated the related POS peripherals in one system. 
It consists of the Touch function to meet the new market requirements.

Birch Point-of-sale Systems: Birch concentrates on the low cost module POS systems and Touch POS system now.

Book-sized POS system( Birch830): embedded EBGA C3-800 Mhz low power CPU, RTL8139L 10/100BaseT, 2 slots PCI/ISA Riser card, 2 x USB, 2 x serial, 1 x parallel, PS2 mouse x 1, PS2 keyboard. 1 x MIC. 1cm(W) x 25 cm(L) x 7.2cm(H)

Touch POS Systems:

IT-2000 15” LCD panel, all-in-one design, P4 motherboard, 1 x 1.44FDD, 10/100BaseT, 4 x COM port, storage front cover design, cable management cabinet design. --------- Monitor computer design

IT-1000: 15” or 17” LCD panel, all-in-one design, P4 motherboard, 1 x 1.44FDD, 10/100BaseT, 4 x COM port.---- REMOVABLE inner component cabinet design & 2 LCD panels design

IT-1020: 15” LCD panel, all-inone design, Built-in IPC P3 motherboard, 1 x 1.44FDD, 


10/100BaseT, 4 x COM port---- Optional for 2nd TF LCD panel or customer 


Display

IT-6060: Fanless Rigid IPC system, ULV Celron 650 Mhz or Celron 400Mhz, small


Size, 4 x COM ports, 5 x USB port, 128MB ---DDR333. Optional for


Wall-mounting LCD panel( 12” or 8.4”), cable length up to 10 meters.

· The above models are available for Barebone models and complete system( with CPU/RAM/HDD).

· The above model cane be with touch function( Fujitzu, ELO or T2 touch) and without Touch function models.

Mobile Terminals: Mobile terminal can be positioned as the mobile POS terminals. You are kindly invited to refer to our data collection terminals( BCP-760 & BCP-840).

BCP-760: 16 bit CPU, 2.5MB-4.5MB memory, w/Symbol laser, RS-232 communication.

BCP-840: 32 bit CPU, 20MB memory, w/Symbol Laser, Bluetooth Class 1 & IrDA communication. Backlit LCD & backlit keycaps
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