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Birch IT-6066 Rigid Fanless POS system

Major Features:

1. Intel Pentium M series embedded controller for Kiosk, POS and Industrial automation

2. Front I/O supports slim CD-ROM and front I/O port( USB) with easy access.

3. Optional CF daughter board for compact flash ( CF) card.

Technical Specifications:

CPU support:

Onboard Intel ULV Celron M/1.0GHZ



FSB



Socket 478 Intel Celron M1.3/1.5, Pentium M 1.8 Ghz

Chipset


Inte; 852GM + ICH4

System Memory
1 x DDR DIMM socket supports memory size up to 1GB

Graphic Memory
Shared system memory up to 64MB

HDD


1 x 2.5” slim HDD( optional for 3.5” HDD without slim CD-ROM)

ODD


slim CD-ROM

Solid State Disk
Supports CF card by optional CF daughter board

PCI Slot


1-slot PCI riser card

Front I/O


USB


2


Line-in

1


Line-out

1

Rear I/O





PS2 K/B

1( optional Y cable for mouse)


USB 

2


Serial

3 x RS-232( wth Multi serial card). 1 x RS232/422/485.( 

Parallel

1 


Lan


1 x 10/100 Base T


VGA

1


DVI


Optional by DVI/TV-out daughter board


TV out

Optional by DVI/TV-out daughter board


DC Jack

1

Internal Interface
USB 2 x 4 pin header( 2.0)

Power button

1

Indicator LED

1 x power LED, 1 x HDD LED

Power


65W( 19V/3.42A)

EMC


FCC Class A, CE mark, LVD

Operation temperature
5 degree C—35 degree C

Storage temperature
-20 degree C---60 degree C

Operation Humidity
5%-95% RH, Non-condensing

Storage Humidity

5%-95% RH, Non-condensing

Dimension

243x 215x 50cm/9.5”x 8.6” x 2.0”)

Weight


2.3KG NW/2.8KG GW.
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